
-BUILDING 2001

Building 2001 (formerly 100-A), the base Chapel, was completed in 1934. 
features carved stone ornamentation, leaded stahaed glass, and mosaic tiles. It is
built on a reinforced concrete foundation. Walls are concrete with brick and stone
facing. The ori~al roofing material was spanish tile and has been replaced with a
similar type tile. Mosaic tile panels above some of the doors are out of character
with the bmqding and could likely be replacemems for what may originally have been
half-round divided light trartcoms. Also, some exterior doors have been changed to
more contemporary styles.

A two story, flat roofed addition was added in 1954 to the east side with a
conaeoS__’;g breezeway/eatry link to the main sanct~ary building. This addition
hous~ primarily classrooms, offices mad an assembly hall

The chapel was constructed by the PWA laborers and artists. It was designed in a
Lombardy Romanesque style by H. H. Ginuol&
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BUILDING 2001

CONDITION SURVEY

L

2.

3.

4o

5.

Deteriorated masonry mortarjoi-~ - partienlarlyjust below limestone belt course.

Cracked alld mi~in~ putty on steel sash windows of east wing addition is causing sash to rust.

Arched canopy added at breezeway entry is constructed of incompatible materials (ahnninum,
corregated fiberglass, and "astro-tur~.

Replacement door at northwest corner (Catholic Chapel entry) incompatible s t34e.

Porch steps: Cracking and spalling of concrete, iron ra~ are rusting.



MAINTENANCE AND. REPAIR SCHEDULE
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BU1LDING 2001

MAINTENANCE AND REPAIR NOTES

1.

*

Q

4.

3.

REPOINTING

a. Refer to article on "Brick Masonry Walk" and repoint accordingly.

STEEL WINDOWS
a. Refer to ~ on "Steel W’mdows’.
b. Remove all rest fi’om steel. Heavily rusted elements may need to be replaced.
c. Scrape and sand other areas of loose, pc~l~n~, and chipped paint.
d. Remove all old gl~ compound and replace with new..
e. P~kue and re~;~t.

BREEZEWAY ENTRY CANOPY

a. Design and co~stru~ a canopy more appropriate in character with the building_

CATHOLIC C~, ENTRY DOOR

a. Replace with a door that is in character with the building.

PORCH STEPS
a. Sand or grind rust off of rail_
b. Prime and paint:
c. Refer to article on "Concrete Stairs and Porches’. Repair concrete accordin~y.


